
The difference in pressure 
 when the dump trailer is  
  unloaded and loaded is 
   calibrated to the change in 
   payload weight. 

To weigh, the driver waits 
  until the trailer is about ¾-
full, then raises the dump  

Load to the max the first 
time, then get on the road 
Never leave the loader over or under 
weight again.  Load to within 300 
lbs. (140 kgs.) of your maximum 
payload weight every time. 

The Trailer Payload Scale from 
Air-Weigh is totally self-contained. 
Nothing has to be installed on the 
tractor.  It’s mounted on the nose of 
the dump trailer, so the driver can 
read its weight display by looking 
out the back window.  It displays 
the total payload weight to the 
closest 20 lbs/kgs. 
  The trailer weight is measured by 
sensing the change in pressure in the 
trailer air suspension and the 
hydraulic ram at the front of the 

       body about 12-inches off the 
   frame.  After briefly releasing the 
ram pressure, the scale display will 
stabilize and display the current 
payload weight.  As the loader 
continues loading, the driver can 
monitor the weight and signal the 
loader when full.  The payload scale 
has an alarm output circuit with two 
set-points. 

The Trailer Payload Scale is the 
most affordable, accurate, and 
reliable end-dump trailer scale in the 
world. 
 

Eliminate Wasted Time at 
the Quarry Loading Site 

When you’re wasting time going 
back and forth between the quarry 
scale and the loader to add some  

dump body.    
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more or shovel off the overweight, 
that’s time that could’ve been used 
moving the load to the job site.  At 
the end of the day, it means you 
might get an extra load or two.  It 
means you’ll get paid for more loads 
and that every load will be a full 
load.  It’s the last 2,000 lbs. that 
make you the profit on a load.  
Never leave it at the quarry again.  

Job Site Loading Without 
Overweight Worries 

Nothing’s tougher than 
maximizing payload at the job site.  
Too much and you’re in line for an 
overweight fine.  Too little and 
you’re paying for more trucks and 
drivers than you need to handle the 
job!  

With the Air-Weigh Trailer 
Payload Scale, every load is 
maximized. With just a blast of the 
horn, a shout on the CB, or an 
external alarm, the loader knows 
you’ve got a full load and are ready 
to go. 

More Reliable, More 
Accurate Than Air 
Gauges.   

Easy and Fast to Install 
Totally Self-Contained on 
the Trailer  

Available for Factory 
Installation from Leading 
End-Dump Manufacturers 

 

For more information on 
Air-Weigh Scales, or to 
contact your regional 
sales manager, an 
authorized Trailer OEM, or 
a dealer near you, call toll 
free 1-888-459-3444, or 
visit our website at www. 
Air-Weigh.com. 

Specify the Air-Weigh  
 Self-Weighing Trailer 

End-Dump Option

TM
 

Every end-dump trailer 
brings its own scale to 

the loading site.

® 



 More Reliable, More 
Accurate Than Air Gauges 
A few drivers can use a couple of old-
fashioned air gauges to estimate end-dump 
trailer weight, but Air-Weigh’s digital 
display and precise technology means even 
your least experienced driver can load to 
within 300 lbs (140 kgs) of gross payload 
capacity every time.  

Spec the Air-Weigh Trailer 
Payload Scale Today 

Air-Weigh is available from your trailer 
manufacturer as an OEM option or from 
your trailer dealer as a pre-delivery 
installation on a stock trailer. Include the 
Air-Weigh option in your original 
financing package for a cost that is just 
pennies a day. 

Easy and Fast to Install 
Retrofit installation on your existing end-

dump fleet is easy. 
Cut one air pressure sensor into the 

trailer suspension air line between two air 
springs.  Insert one hydraulic pressure 
sensor where the hydraulic hose enters the 
ram. Mount the digital display on the nose 
of the trailer where the driver can see it out 
the back window. And connect everything 
together with plug-and-play cables.  

 Even the connection to power/ground is 
simple with a plug-and-play T-Connector 
into the trailer wiring harness. 

Totally Self-Contained on 
the Trailer 

The Trailer Payload Scale is totally self-
contained on your end-dump trailer.  
Nothing has to be installed on the tractor.  

Any tractor can pull any trailer and the 
payload weight is always available to the 
driver. Just a glance out the back window 
and the current payload weight will be 
displayed to the closest 20 lbs/kgs.   

 
 
 

 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

Two Sensor Cables Connect 
to Trailer Payload Scale 

Interface Cable 

Hydraulic Sensor 
and 1” NPT 

Fitting 

Air Sensor 
Assembly 

Trailer Payload Scale Display with Keypad 

Power Cable 
Connects to ABS 

T-Breakout 

ABS Wiring 
Harness T-Breakout 

Optional Mounting 
Bracket 010-0062-000 

 

Optional Mounting 
Bracket 010-0017-000 

 

Optional Mounting 
Bracket 010-0018-000 

 

AW5819 Trailer Payload Scale 
For end-dump trailer payload weight

Provides Net Payload weight only. 
Totally self-contained and mounted 
on the trailer nose. 
Combines the hydraulic pressure of 
the lifting ram with the air 
suspension pressure to determine 
payload weight.  

Scale Interface 
Connector to 

Sensors and Power 

Tell your dealer to include the Air-Weigh Option on 
your next end-dump trailer order.  It’s an investment 
that pays for itself many times over. Call 888/459-
3444 for more ordering and specifying assistance. 
Email to Sales@Air-Weigh.com. Visit www.Air-
Weigh.com to find participating OEMs, Dealers, 
specifying assistance, and Customer Support. 

Manufactured in USA under one or more of the following US and 
foreign patents: 5,780,782; 5,478,974; 623,635; 1,305,191; 
4,832,141; 260,494; 677,998.  Additional US and foreign patents 
pending.  Air-Weigh, ComLink, WireLink, Self-Weighing Tractor, 
Self-Weighing Trailer are registered trademarks of Hi-Tech 
Transport Electronics, Inc.  Information contained in this literature 
was accurate at the time of publication.  Product changes may have 
been made after the copyright date that are not reflected. 
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